COMPANIA INTERNACIONAL

DE FABRICANTES DE
’t RECLAMOS Y AFINES S.L.
L]
i C/ Sofia, 3-5
Pol. Ind. Cabezo Beaza

C I F R A C.P. 30353 CARTAGENA (Spain)

REF. CV-41/ZN9501
MASK ULTRA PROTECTION FFP2

MASCARILLA ULTRA PROTECCION FFP2
MASQUE FFP2 ULTRA PROTECTION FFP2
MASCHERINA PROTEZIONE ULTRA FFP2

MASTER BOX: 1000 pcs
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CV-41

COLOR: NEGRO/BLACK

ITEM: ZN9501

pescrIPTION: NAAMIO

MATERIAL:

5 PLY (46% non woven, 30% Meltblown, 24% algodon).
QUANTITY: 1.000

G.W:

N.W:

CNT SIZE:

BATCH NUMBER:

PRODUCTION DATE:

VALIDITY: MADE IN P.R.C.




BOX: 25 pcs

L138xW138xH110mm
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MASCARILLA ULTRA PROTECCION FFP2

FFP2 Personal Protective Equipment (PPE)
Equipo de Proteccién Individual (EPI)

Instruction

FFP2

Personal Protective Equipment (PPE)
Equipo de Proteccién Individual (EPI)

C € EN 149:2001+A1:2009
2834 |FFP2NR
Filtration Eff

FFP2

Personal Protective Equipment (PPE)
Equipo de Proteccién Individual (EPI)

c € EN 149:2001+A1:2009
2834 |FFP2NR
Filtration Efficienc

Step for usage:
1.0pen el sk
enose bridge

molde apinza nasal a
irarbieny ajuste

cv41 MASCARILLA ULTRA PROTECCION FFP2

Comfortable protection against infection / Proteccion cémoda contra infecciones.

BAG: 1 pc

133x133 mm
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cv41 MASCARILLA ULTRA PROTECCION FFP2

Comfortable protection against infection / Proteccion cémoda contra infecciones.

s 436534 | 314726

Regulacién/ Regulation: 2016/425
X K ~
= =)) 2 _
MASCARILLA ULTRA PROTECCION
ULTRA PROTECTION MASK INSTRUCCIONES DE USO:

Equipo de Proteccion Individual (EP1)
Personal Protective Equipment (PPE)

Model: ZN9501

1. Abra la méscara plegable.
2. Ajuste la méscara en la parte superior de la nariz
3. Ajuste las cintas eldsticas por detrds de las orejas
4.Amolde a pinza nasalaa parte superir de anariz

STEP FOT USAGE:
1.0pen the foldable mask.

2.Make the nose bridge bar on the up side.

3. Put the strape onto the ear.

4. Adjustthe softbar o it the nose.

5:Make sure you can breathe well and readjust f neccessary

*NRisforsingle se oly.

5. Asegiirese de poder respirar bien y ajs
ATENCION: WARNING:
1.Esta mascara“NR" p I 1

2.Esta ida a proteger contra ciertas particul;

inantes, pero no elimina por compl
aliesgo de contraer enfermedades o infecciones.

C € 23

3.Cambielaméscara nmediatamente i respiacion se

disease orinfection.
3
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EN 149:2001+A1:2009
FFP2 NR

Filtration Efficiency=94%

Importado por / Imported by:
B30668420. C/ Sofia, 3-5

MATERIAL:
46% Non-woven, 30% Meltblown, 24% algodon

piece

SHEC IR RONO)

MATERIAL:
46% Non-woven, 30% Meltblown, 24% cotton

prec iz

Pol. Ind. Cabezo Beaza 30353 Cartagena (Spain) Mamenera(emperamla Mantenera Max.
+40°C humedad relativa: <80%
Organismo notificado / Notified body: ;em avad‘sr% R‘;La;w{;eaugnwcw

Cantidad por caja 25 Piezas
Quantity per box 25 Pieces

CCas Certiication services limited
Block 1 Blanchardstown Corporate Park, Balycoolin
Road, Blanchardstown, Dublints, D15 AKK1, reland
Fecha de produccién/ Production date:
Lote/ Production Batch:

Plazo de validez/ Expiration date:

FABRICANTE | WANUFACTURER:
ANHUI ZHONGNAN AR DEFENCE WORKS PROTECTIVE Co. Lt
Qianshan Comprehersie Economic Development Zone,

Ao Provice, Ghina

MADE IN PRC.

para os 01dos
Comlortable ear sraps
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SUayerprofecion Excellnt Breathabity

GRAPHENE| N OTA IMPORTANTE:

FREE

IBRE DE GRAFENO

no se utiliza grafeno o derivados del mismo.

Colaboramos con

En todos los procesos de fabricacion de nuestras mascarillas,
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EU Declaration of Conformity
Annex IX PPE Regulation (EU) 2016/425

This EU Declaration of conformity refers to the following products:
1. Product info

Name: Particle filtering half mask

Model: ZN9501

Classification: FFP2

Serial No.: ---
2. The Manufacturer's name and address is as follows:

Name: Anhui Zhongnan Air Defence Works Protective Co., Ltd.

Address: Qianshan Comprehensive Economic Development Zone, Anhui Province, China
3. This Declaration of Conformity is issued under the sole responsibility of the Manufacturer.
4. Detailed description of the PPE to allow traceability/identification of the PPE.

ZN9501

Folding particle filtering half mask without valve (Color: white,black,gray,pink,bule) , internal metal

nose clip,the followmg shows only white samples

The article identified in (4) above is in conformance with the relevant Union Harmonization Legislation
Regulation (EU) 2016/425.

References to the relevant harmonized standards used, including the date of the standard, or references
to the other technical specifications, including the date of the specification, in relation to which conformity
is declared:

EN 149:2001+A1:2009

CCQS Certification Services Limited. (NB 2834) performed the EU Type Examination (Module B) and
issued the Type Examination Certificate Number: Module B

No. EU Type Examination (Module B) Certiﬁcéte Number

1 CE-PC-200530-449-01-9B

Product Category:

- This product is Category Il and is subject to Module C2 internal production control plus supervised
product checks at random intervals and is under the surveillance of CCQS Certification Services Limited.
(NB 2834) certificate NO.: CE-PC-200530-449-FPC-B

This product is Category Il and is sub‘gﬁ-to%q ule D Conformity to type based on quality

assurance of the production process aﬂﬁﬁw eillance of CCQS Certification Services

Limited. (NB 2834)

General manager ] \\ \
Signature: @)1 I [’Zf~€/ {%Date- -ad
Company stamp and/or legal signat\r )
4 Y/
\ o S "

\ 824: “'/
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Module B EU Type-Examination Certificate

For the requirements of PPE Regulation 2016/425
Certificate No.: CE-PC-200530-449-01-9B

Certificate Anhui Zhongnan Air Defence Works Protective Co., Ltd.
holder: Qianshan Comprehensive Economic Development Zone, Anhui
Province, China

Product: Particle filtering half mask

Detailed product description listed in the Annex
Model(s): ZN9501
Standard(s): EN 149:2001+A1:2009

Respiratory protective devices - Filtering half masks to protect against
particles - Requirements, testing, marking

Issue date: 2020-06-15
Revision date: 2020-09-14
Expiry date: 2021-06-14

The product(s) on this certificate and the Technical File have been assessed and found to be in
conformance with the applicable Essential Health and Safety Requirements in Annex Il of the
PPE regulation 2016/425.

Any changes to the design, manufacturing location or manufacture of the PPE product certified
here must be advised to CCQS Certification Services Limited for review.

CE marking shall not be applied until the requirements of all the PPE Regulation 2016/425 and
relevant EN Harmonised standards and/or Technical specifications have been met.

If the certified product is Category lll then this certificate is only valid if used in conjunction with
Conformity Assessment against Module C2 or Module D.

This certificate remains the property of CCQS and maybe withdrawn at any time if it is
considered that the equipment is no longer in conformity with the requirements of the PPE
Regulation 2016/425.

Approved by Ireland 1S0 17065
Government

as a Notified Body ﬁ&mE

for CE Marking No.2834 e

DETAILED 1y SCOPE REG ND.6028

CCQS Certification Services Limited
Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Dublin15,

D15 AKKA1, Ireland

Tel: +00 353 1 588 6920  Website: www.ccgs.co.uk E-mail: verify@ccgs.ie Page 1 of 2

If in any doubt about the integrity of this certificate, please contact CCQS by email to verify. (Fm 220-017, Rev.2)
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Module B EU Type-Examination Certificate
Annex

For the requirements of PPE Regulation 2016/425

Applicable standards and specification:
EN 149:2001+A1:2009 Respiratory protective devices - Filtering half masks to protect
against particles - Requirements, testing, marking

Certificate No.: CE-PC-200530-449-01-9B

Model reference

Product description

ZN9501

Folding filtering half mask fitted with ear loops with head harness
clip, no valves, internal metal nose clip

Mask body color: White, Black, Gray, Blue, Pink

Classification: FFP2 NR

Test report No.: WLH0241-2020, WLH0515-2020

Certificate Revision

Revision date

Revision details

A

2020-06-15

_:" Initial issue

'l"nt

B

2020-09- 1/4/(,““ t‘g@y\a{e validity extended to one year

|: U/*E*\? .

& */
"fff'ca

CCQS Certification Services Limited

Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Dublin15,

D15 AKK1, Ireland

Tel: +00 353 1 588 6920  Website: www.ccqgs.co.uk

E-mail: verify@ccqs.ie Page 2 of 2

If in any doubt about the integrity of this certificate, please contact CCQS by email to verify. (Fm 220-017, Rev.2)
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Certificate of Module C2 production monitoring for
equipment within the scope of Personal Protective
Equipment Regulation (EU) 2016/425 Category lll

FPC Certificate No.: CE-PC-200530-449-FPC-B

Certificate Anhui Zhongnan Air Defence Works Protective Co., Ltd.

holder: Qianshan Comprehensive Economic Development Zone, Anhui
Province, China

Manufacturing Qianshan Comprehensive Economic Development Zone, Anhui

Location: Province, China

The scope of the The manufacture of respiratory protective device

certification for: See annex for articles covered by this certificate

Validity from: 2020-06-15

Revision date: 2020-09-14

To: 2021-06-14

CCQS Certification Services Limited in its role as a Notified Body for PPE Regulation, is monitoring that the
manufacturer is producing PPE in conformity with the type described in the EU type-examination certificate and
associated technical file and which satisfies the Essential Health and Safety Requirements of the Regulation.

The equipment covered by this certificate is listed in the accompanying schedule. This certificate is not complete and
has no validity without the accompanying schedule and revision index.

The manufacturer is hereby authorized to affix our Notified Body number, 2834, to each item of PPE mentioned in the
schedule which accompanies this certificate whilst this certificate remains valid.

This certificate and the accompanying schedule remain the property of CCQS and maybe withdrawn or revised at
any time if CCQS considers that the equipment is no longer in conformity with the requirements of the Regulation.

Approved by Ireland
Government
as a Notified Body
for CE Marking No.2834

PRODUCT CERTIFICATION

REG NO.602%

DETAILED 1y

CCQS Certification Services Limited
Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Dublin15,

D15 AKKA1, Ireland

Tel: +00 353 1 588 6920  Website: www.ccqgs.co.uk E-mail: verify@ccgs.ie Page 1 of 2

If in any doubt about the integrity of this certificate, please contact CCQS by email to verify. (Fm 220-015, Rev.2)



* X %

* *

* .

* *
* 5 Kk

Schedule of Module C2 production monitoring for
equipment within the scope of Personal Protective
Equipment Regulation (EU) 2016/425 Category lll

Schedule to CCQS FPC Certificate No.: CE-PC-200530-449-FPC-B

Product reference and description Reference standard
Particle Filtering Half Mask Model: ZN9501 EN 149:2001+A1:2009
Certificate Revision Revision date Revision details
A 2020-06-15 Initial issue
B 2020-09-14 Certificate validity extended to one year

This schedule has no validity without the accompanying certificate.
This schedule and the accompanying certificate remain the proge
maybe withdrawn or revised at any time if CCQS conside @

%)

longer in conformity with the requirements of the Regul

CCQS Certification Services Limited
Block 1 Blanchardstown Corporate Park, Ballycoolin Road, Blanchardstown, Dublin15,
D15 AKK1, Ireland

Tel: +00 353 1 588 6920 Website: www.ccqs.co.uk E-mail: verify@ccqs.ie Page 2 of 2
If in any doubt about the integrity of this certificate, please contact CCQS by email to verify. (Fm 220-015, Rev.2)
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China academy of safety science and technology (CASST) is accredited for compliance with ISO/IEC 17025.
The results of tests, calibrations and/or measurements included in this document are traceable to Chinese/national standards.
CNAS is a signatory to the ILAC mutual recognition arrangement for the mutual recognition of the equivalence of testing, calibration and inspection reports.

TEST REPORT g{}éﬁ
R

EN 149:2001+A1:2009 /
Filtering half masks to protect against particlg:;;<

Report no: WLH0515-2020 ;ﬁl\
-Medical)

Product: KNS5 Protective Mask (N
Model (s): ZN9501 S
Main components:  Mask body, withou )}Hgﬂation valve
Date(s) of tests: 19" May~ 28" 0
L
Client ufacturer

Anhui Zhongnan Air Dedence Works
Protective Co., Ltd.

i Zhongnan Air Dedence Works
Za:mtective Co., Ltd.
+1

O‘@ Qianshan Comprehensive Economic Development

Zone, Anhui Province, China
Contact: / /Si\ Contact: Mr. Chu
Client order: / /g/ E-mail: /
Order(s) received: May, 20% Phone:
X

Conditions: )
This report sha% reproduced except in full, without the written approval of CASST.
i

The result: \é&q d in this test report refer to the mentioned test samples, exclusively. A copy of the test
report, or in extracts, is not allowed without any written permission of the CASST.

Any abj g?hs‘n'should be submitted within 2 weeks from the date of receipt of the report, and it will not be
acci after the deadline.

Specimens will be disposed of 4 weeks from the date of this report, unless otherwise instructed.

Signed: | M <IN Issuedi2520- (2§

3 W11/Zhang Mingming, Althorized Signatory

Page 1 of 10
o L A B EERE OB/ China Academy of Safety Science and Technology
Address: No.17 Huixinxi Street, Chaoyang District, 100029, Beijing, China = = Sino-Japanese Cooperative Respiratory Designated Testing Laboratory of the
Phone: +86 10 64941264, Fax: +86 10 64812561 Protection Laboratory Certification of LA Mark in China

E-mail: ldfh@chinasafety.ac.cn



CASST Test Report No: WLH0515-2020 Page 2 of 11

Summary of assessment*
Clause Assessment
Model: ZN9501

7.4 Packaging NRq
7.5 Material NRq
7.6 Cleaning and disinfecting NAp
(& Practical performance NRq
7.8 Finish of parts NRq
7.9.1 Total inward leakage Pass
7.9.2 Penetration of filter material: Sodium chloride NRq
7.9.2  Penetration of filter material: Paraffin oil NRg
7.10 Compatibility with skin NRg
7.1 Flammability NRq
7.12 Carbon dioxide content of the inhalation air NRq
7.13 Head harness NRq
7.14 Field of vision NRq
7.15 Exhalation valve(s) NAp
7.16 Breathing resistance NRq
Tl Clogging NRq
7.18 Demountable parts Pass
9 Marking NRqg
10 Information to be supplied by the manufacturer NRq
Key

Shading shows the clauses requested.

NRqg The clauses were not requested.

Pass Requirement satisfied.

Testing requested was insufficient completely to verify compliance with the clause.

Ltd Refer to the “Result details” section for more information.

Fail Requirement not satisfied. Refer to the “Result details” section for more information.

NAs Assessment not carried out.

NAp Requirement not applicable.

NT Requested but not tested due to early termination following failure.

* Assessment relates only to those specimens which were tested and are the subject of this report.

This report shall not be reproduced except in full, without the written approval of CASST
[ %2 4x 2k P R SE AT FEBE/China Academy of Safety Science and Technology




CASST Test Report No: WLH0515-2020

Bimdeich o teristi

Page 3 of 11

Property

Characteristic

Model

ZN9501

Classification claimed

FFP2 NR

Exhalation valve(s)

& choriianion ol

Product

Quantity

Date received

Specimen No.

ZN9501

KN95 Protective Mask
(Non-Medical)

20

19" May 2020

WLH0515-2020-01 to -20

Photoaraphs of the products tested

Anhui Zhongnan Air Dedence Works Protective Co., Ltd J model ZN9501 KN9S Protectwe Mask (Non Medlcal)

CASST specimennumber WLH0515-2020-07

Procedures

Specimens were selected at random from the submission(s) detailed above.

Testing was performed in accordance with EN 149:2001 incorporating Corrigendum No. 1 (January
2003), and amendment A1 (2009) unless otherwise specified below. Reference should be made to the

standard when reading this report.

Unless stated otherwise, specimens were tested in the condition as received.

This report shall not be reproduced except in full, without the written approval of CASST

o e A4 = BEE I 7B/ China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020 Page 4 of 11
Result details

7.4 Packaging NRq

Particle filtering half masks shall be offered for sale packaged in such a way that they are
protected against mechanical damage and contamination before use.

7.5 Material NRq

Materials used shall be suitable to withstand handling and wear over the period for which the
particle filtering half mask is designed to be used.

After undergoing the conditioning described in 8.3.1 none of the particle filtering half masks shall
have suffered mechanical failure of the facepiece or straps.

When conditioned in accordance with 8.3.1 and 8.3.2 the particle filtering half mask shall not
collapse.

Any material from the filter media released by the air flow through the filter shall not constitute a
hazard or nuisance for the wearer.

7.6 Cleaning and disinfecting NAp'

If the particle filtering half mask is designed to be re-usable, the materials used shall withstand
the cleaning and disinfecting agents and procedures to be specified by the manufacturer.

With reference to 7.9.2, after cleaning and disinfecting the re-usable particle filtering half mask
shall satisfy the penetration requirement of the relevant class.

Note 1: Single shift use only.

7.7 Practical performance NRq
The particle filtering half mask shall undergo practical performance tests under realistic conditions.

Specimen and subject details:

Specimen Subject

7.8 Finish of parts NRq
Parts of the device likely to come into contact with the wearer shall have no sharp edges or burrs.

This report shall not be reproduced except in full, without the wrilten approval of CASST

W E 42 42 = BHERF FLBE/China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020 Page 5 of 11

7.9.1 Total inward leakage (%) Pass’

For particle filtering half masks fitted in accordance with the manufacturer's information, at least
46 out of the 50 individual exercise results (i.e. 10 subjects x 5 exercises) for total inward
leakage shall be not greater than: 25 % for FFP1, 11 % for FFP2, 5 % for FFP3;

and, in addition, at least 8 out of the 10 individual wearer arithmetic means for the total inward
leakage shall be not greater than: 22 % for FFP1, 8 % for FFP2, 2 % for FFP3.

Note 2: All 50 individual exercise results were not greater than 11%: All 10 individual wearer
arithmetic means were not greater than 8%. Detailed data are showed below.

Head Head
Subject | Specimen | Cond | Walk |side/side | up/down | Talk | walk | Mean
LCF -01 AR 10.7 9.2 5.5 3.6 51 6.8
SM 02 AR 3.4 6.0 9.4 5.6 3.3 55
LZM -03 AR 5.1 6.2 7.6 7.9 5.3 6.4
YZF -04 AR 2.6 6.8 8.1 8.0 3.8 5.9
GJB -05 AR 2.5 6.4 7.3 4.3 3.8 4.9
ZH -06 TC 6.0 7.2 8.6 9.3 6.3 7.5
YB -07 TC 6.8 8.2 9.8 10.5 4.1 7.9
JLX -08 TC 4.4 5.4 9.3 6.9 4.7 6.1
TLX -09 TC 2.9 5.2 8.3 4.9 4.4 5.1
TS -10 TC 3.0 7.8 4.6 9.2 4.3 5.8
Maximum permitted 1 8

Subject facial dimensions:

Subject Fact(en:.:‘ll;gth Fatit'e“ ﬁi)dth Fac(tran [::)pth Mou(:: r':;idth
SM 116 144 109 49
TLX 104 153 112 40
YZF 113 151 106 48
TS 97 146 102 51
JLX 119 152 109 59
LCF 119 165 121 56
ZH 102 152 113 55
GJB 109 154 109 57
YB 112 150 119 66
LZM 118 157 124 44

This report shall not be reproduced except in full, without the written approval of CASST

1R e 4 7 R 5B SRR /China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020

7.9.2 Penetration of filter material
The penetration of the filter of the particle filtering half mask shall meet the requirements:

Page 6 of 11

NRq

Maximum penetration of test aerosol
Classification Sodium chloride test 95 I/min, %, Paraffin oil test 95 I/min, %,
Max Max
FFP1 20 20
FFP2 6 6
FFP3 1 1
Sodium chloride test results: (NRq)
Penetration (%)
Specimen Condition . Max. during
After 3 minutes exposure
- AR. -
& S.W. £
- M.S. +T.C. - -
Maximum permitted 6
Paraffin oil test results: (NRq)
Penetration (%)
After 3 minutes exposure
- A.R. -
- S.W. -
- M.S. +T.C. - -

Maximum permitted

6

This report shall not be reproduced except in full, without the written approval of CASST

W E] 42 4x 2k BHE I FEBE/China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020 Page 7 of 11

7.10 Compatibility with skin NRq

Materials that may come into contact with the wearer's skin shall not be known to be likely to
cause irritation or any other adverse effect to health.

7.11 Flammability NRq

When tested, the particle filtering half mask shall not burn or not to continue to burn for more
than 5 s after removal from the flame.

Specimen Condition Results
A.R.
" a i .
7.12 Carbon dioxide content of the inhalation air NRq

The carbon dioxide content of the inhalation air (dead space) shall not exceed an average of
1,0 % (by volume).

Specimen CO2(%)

Maximum permitted 1.0

7.13 Head harness NRq

The head harness shall be designed so that the particle filtering half mask can be donned and
removed easily.

The head harness shall be adjustable or self-adjusting and shall be sufficiently robust to hold
the particle filtering half mask firmly in position and be capable of maintaining total inward
leakage requirements for the device.

7.14 Field of vision NRq

The field of vision is acceptable if determined so in practical performance tests.

This report shall not be reproduced except in full, without the written approval of CASST

e 2 4 A e B 2E E AL BT /China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020

7.15 Exhalation valve

A particle filtering half mask may have one or more exhalation valve(s), which shall function

correctly in all orientations.

Page 8 of 11

If an exhalation valve is provided it shall be protected against or be resistant to dirt and
mechanical damage and may be shrouded or may include any other device that may be
necessary for the particle filtering half mask to comply with 7.9.

Exhalation valve(s), if fitted, shall continue to operate correctly after a continuous exhalation

flow of 300 I/min over a period of 30 s.

When the exhalation valve housing is attached to the faceblank, it shall withstand axially a

tensile force of 10 N applied for 10 s.

7.16 Breathing resistance

Maximum permitted resistance (mbar)
Classification inhalation exhalation
y g 160 I/min or
s 95min 1 25 cycles/minx2.0 listroke)
FFP1 0.6 2.1 3.0
FFP2 0.7 2.4 3.0
FFP3 1.0 3.0 3.0

This report shall not be reproduced except in full, without the written approval of CASST

NAp

ofr [ 2 A 2 ST 9E B /China Academy of Safety Science and Technology



CASST Test Report No: WLH0515-2020 Page 9 of 11

Inhalation resistance (mbar) | Exhalation resistance (mbar)

: Gs Breathing machine (25
PRI o At 30 l/min At 95 I/min cycles/min X 2.0 l/stroke)
A B c D E
- A.R. - - . - b . &
- T.C. - - 5 s 5 i -
- S.W. - - . - = > B
A.R. +F.C.
T.C.+F.C,
Maximum permitted 0.7 2.4 3.0

A: facing directly ahead; B: facing vertically upwards; C: facing vertically downwards; D: lying on the left
side; E: lying on the right side.
7.17 Clogging NAp’
7.17.2 Breathing resistance
Valved particle filtering half masks:
After clogging the inhalation resistances shall not exceed,
FFP1: 4 mbar, FFP2: 5 mbar, FFP3: 7 mbar, at 95 I/min continuous flow;
The exhalation resistance shall not exceed 3 mbar at 160 I/min continuous flow.

Valveless particle filtering half masks:
After clogging the inhalation and exhalation resistances shall not exceed,
FFP1: 3 mbar, FFP2: 4 mbar, FFP3: 5 mbar, at 95 I/min continuous flow.

7.17.3 Penetration of filter material

All types (valved and valveless) of particle filtering half masks claimed to meet the clogging
requirement shall also meet the requirements given in 7.9.2, for the Penetration test according
to EN 13274-7, after the clogging treatment.

Note 3: Single shift use only.

This report shall not be reproduced except in full, without the written approval of CASST
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CASST Test Report No: WLH0515-2020 Page 10 of 11

7.18 Demountable parts Pass'

All demountable parts (if fitted) shall be readily connected and secured, where possible by hand.
Note 4: Head harness auxiliary hook were used, and in accordance with the requirement.

9 Marking NRq
9.1 Packaging
The following information shall be clearly and durably marked on the smallest commercially
available packaging or legible through it if the packaging is transparent.
9.1.1 The name, trademark or other means of identification of the manufacturer or supplier.
9.1.2 Type-identifying marking.
9.1.3 Classification
The appropriate class (FFP1, FFP2 or FFP3) followed by a single space and then:
"NR" if the particle filtering half mask is limited to single shift use only. Example: FFP3 NR, or
"R" if the particle filtering half mask is re-usable. Example: FFP2 R D."
9.1.4 The number and year of publication of this European Standard.

9.1.5 At least the year of end of shelf life. The end of shelf life may be informed by a pictogram as
shown in Figure 12a, where yyyy/mm indicates the year and month.

9.1.6 The sentence ‘see information supplied by the manufacturer’, at least in the official
language(s) of the country of destination, or by using the pictogram as shown in Figure 12b.

9.1.7 The manufacturer’'s recommended conditions of storage (at least the temperature and
humidity) or equivalent pictogram, as shown in Figures 12c and 12d.

9.1.8 The packaging of those particle filtering half masks passing the dolomite clogging test shall
be additionally marked with the letter "D". This letter shall follow the classification marking
preceded by a single space.

9.2 Particle filtering half mask
Particle filtering half masks complying with this European Standard shall be clearly and durably
marked with the following:

9.2.1 The name, trademark or other means of identification of the manufacturer or supplier.

9.2.2 Type-identifying marking.

9.2.3 The number and year of publication of this European Standard.

9.2.4 Classification
The appropriate class (FFP1, FFP2 or FFP3) followed by a single space and then:
"NR" if the particle filtering half mask is limited to single shift use only. Example: FFP3 NR, or
"R" if the particle filtering half mask is re-usable. Example; FFP2 R D."

9.2.5 If appropriate the letter D (dolomite) in accordance with clogging performance. This letter
shall follow the classification marking preceded by a single space (see 9.2.4).

Examples FFP3 NR D, FFP2 R D"

9.2.6 Sub-assemblies and components with considerable bearing on safety shall be marked so
that they can be identified
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10 Information to be supplied by the manufacturer NRq

10.1 Information supplied by the manufacturer shall accompany every smallest commercial
available package.

10.2 Information supplied by the manufacturer shall be at least in the official language(s) of the
country of destination.

10.3 The information supplied by the manufacturer shall contain all information necessary for
trained and qualified persons on:

application/limitations; the meaning of any colour coding; checks prior to use; donning, fitting; use;
maintenance (e.g. cleaning, disinfecting), if applicable; storage; the meaning of any
symbols/pictograms used of the equipment.

10.4 The information shall be clear and comprehensible. If helpful, illustrations, part numbers,
marking shall be added.

10.5 Warning shall be given against problems likely to be encountered, for example:
- fit of particle filtering half mask (check prior to use);

- it is unlikely that the requirements for leakage will be achieved if facial hair passes under the
face seal;

- air quality (contaminants, oxygen deficiency);
- use of equipment in explosive atmosphere.

10.6 The information shall provide recommendations as to when the particle filtering half mask
shall be discarded.

10.7 For devices marked "NR", a warning shall be given that the particle filtering half mask shall
not be used for more than one shift."

End of Test Report.
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